
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS WELL LOG ELECTRIC LOGS FILE X WATER SANDS LOCATION INSPEt SUB. REPORT/abd

DATE FILED AUGUST 17., 1998
LAND FEE & PATENTED STATE LEASE NO. PUBLICLEASE NO INDIAN

DRILLING APPROVED AUGUST 19, 1998
SPUDDED IN

COMPLETED PUT TO PRODUCING:

INITlAL PRODUCTION

GRAVITY A.P.I.

GOR.

PRODUCING ZONES.

TOTAL DEPTÑ

D ED

FIELD UNDESIGNATED
UNIT

COUNTY UI NTAH
WELLNO SAGE GROUSE 12B-14-8-22 API NO. 43-047-33178
LOCATION 2 3 1 3 FSL FT. FROM (N) (S) LINE, 7 0 7 FWL FT FROM (E) (W) LINE NW SW 1/4 - 1/4 SEC. 14

TWP RGE. SEC. OPERATOR TWP. RGE. SEC OPERATOR

8S 22E 14 CHANDLER S



SUBMIT IN T TE* Form approved.Form 3160-3
(Other instructions on Budget Bureau No. 1004-0136(December 1990) AT reverse side) Expires: December 31, 1991DEPARTMENT OF THE INTERIOR

. LEASE DESIGNATION AND BERIAL NO.
BUREAU OF LAND MANAGEMENT U-73687

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. IF INDIAN, ALLOTTER OB TRIBM NAME

1a. TYPE OF WORK N/A
DRILLM DEEPENO 7. UNIT AGREEMENT NAME

b. TYPE OF WEI.L N/A
OW

LL
VABI.L D OTHER

NNELE ZOUNLTMLE
. FARMORLEASBNAM4WELI.NO.

2. NAME OF OPERATOR (303) 295-0400 Sage Grouse #12B-14-8-22
Chandler & Associates, Inc. B- ^mwsu No-

3. ADDRESS AND TEUWHONE NO.

475 Seventeenth Street, Suite 1000 Denver, CO 80202 to. FIELD AND POOL, OR WILDCAT

4. LOCATroN or war,r, (Report location clearly and in accordance with any State requirements-*) WildcatAt surface '\002313' FSL 707' (surface) 11. sme., 2., a., m., on ar.x.
AND BURVET OR ARRA

At proposed prod. zone 2806' FSL 707' FNL (bottom hole)SÉ Sec. 14, T8S, R22E, SLB&M
14. DISTANCE IN MILES AND RECTION FROM NEAREST TOWN OR POST OrrICE* 12. COUNTT OR PARISH 13. BTATE

See Topo Map " (attached) Uintah Utah
1 ISTANCE TROM PROPOSED* 16. NO. OF ACRES IN EASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEABE LINE, FT. 707 ' 1920 40(Also to nearest drlg. unit line, if i

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DE H Û. ROTART OR CABLE TOOLS
o'.°Êâ"L,"g',,D L GC PLETE 1600' 3840' TVD 084' MD Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WORK WILL START*

5098' GR A.S.A.P.

PROP ED CASING AND C MENTING PROGRAM

SIZE OF HOLE GRADASI2BOFCASING WEIG PER FOOT SETTING DEPTH QUANTITY OF UEMENT

12 1/4" 9 5/8" 36 300' TVD (See attached drilling plan)
8 3/4" 7" 23# 3700' TVD (See attached drilling plan)
6 1/4" 4 1/2" 105# 3600' TVD (See attached drilling plan) 4

3840 ' TVD S' o

1. M.I.R.U.
2. Drill to T.D. 3840' TVD 408 ' MD
3. Run 7" casing and 4 1/2" 1 ner if co erical production is indicated.
4. If dry hole, well will be plugged and bandoned as instructed by the BLM 10
5. Well will be drilled wit fresh water t 3804' MD, then Air to T.D. mud

will be in place to run " casing and 4 1 " liner.

I hereby certify that I am responsible by the te s and conditions of the lease
to conduct lease operatio s. Bond Coverage pursuan to 43 CFR 3104 for lease
activities is being prov ded by Chandler & Associate Inc. BLM Bond #124290364
with CNA.

AU6 12 1998
IN ABOVE SPACE D BE P POSED PROGRAM: If proposal is to deepen, give data on present productive zone new productive zone. If p sal t. drill or
deepen directionall , give pettinent on ses ace locations and measured and true vertical depths. 1m ulu..uus pas.. us.aPavaa => a *1•

DIV.0F0lL,GAS&MINING\
srassa We -< , m,, Agent for Chant let var, aug. 7, 1336

racy þ. Heni o
(This space for Federal or State ofice use)

PER3IIT NO APPROV41. DATP

Application approval does not warrant or certify that the applicant holds legal or ecpitable dtle to those rights in the subject lease which would entith the applicant toonduct operations thereon.

CONDITIONS OP APPROVAI, IF ANY:

APPROVED BY STII.E DATP

*SeeInstruaionsOn Revers.Sde
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingÎyand willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



TBS, R22E, S.L.B.&M. CHANDLER & ASSOCIATES, INC.

Well location, SACE GROUSE //128-14-8--22,
located as shown in the NW 1/4 SW 1/4 of
Section 14, T8S, R22E, S.L.B.&M. Uintah

WEST - 80.12 (G.L.o.)
County, Utah.

BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION
14, TBS, R22E, S.L.B.&M. TAKEN FROM THE RED WASH SW
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES

H RNTEERDAR, GEOLOGI L SUERVEY.

o
o N

Bottom O

707 SAGE GROUSE /128-14-8 22 '¯ ° '¯

Bev. Ungraded Ground = 50 '
SCALE

CER
THIS IS TO CERTlFY THAT VE PLAT WAS. ED FROM

D NOTES OF ACTUAL DE Y ME OR, R MY

SUP SlON AND THAT T E 05ÅlS9
'

T TO THE
BEST O Y KNOWLEDGEIll¾BE •

Lot 1 Lot 2 Lot 3 Lot 4 •.
.'

REO•L•A R

1938 Brass Cap S g
0.8' High, Pile
of Stones' ^ UINTAH ENGINEERING & LAND SURVEYING

/ N89°16'W
- GL.0, (Basis of Bearings) N89°16W

- 40.18 (G.L.O.)
y ofy rhass Cap 2650. JJ' (Measured}

85 SOUTH 200 EAST - VERNAL, UTAH 84078

or stones (435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" = 1000' 7-10-98 7-15--98
=

90° SYMBOL PARTY REFERENCES

L.D.T. C.G. C.B.T. G.L.O. PLAT
= PROPOSED WELL HEAD.

WEATHER FILE
A = SECTION CORNERS LOCATED. HOT CHANDLER & ASSOCIATES,
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CHANDLER & ASSOCIATES, INC.
DRILLING PLAN FOR THE
SAGE GROUSE #12B-14-8-22

I. DRILLING PLAN:

1. Geological Surface Formation: Uintah

2. Estimated Tops:

Name Top TVD Top MD Prod. Phase Anticipated

Green River 2935' 2935'
Sage Grouse 3700' 3804' GAS
TD 3840' 4084'

3. CASING PROGRAM:
Hole Csg.

Depth Size Size Type Weight

Surface 300' TVD 12-1/4" 9-5/8" K-55 ST&C 36#/ft (new)

Inter. 3700' TVD 3804' MD 8-3/4" 7" J-55 LT&C 23#/ft (new)

Liner 3600' TVD 3704' MD 6-1/4" 4-1/2" J-55 ST&C 105#/ft (new)
3840' TVD 4084' MD

4. Operator's Specification for Pressure Control Equipment:

A. 2,000 psi W.P. Double Gate BOP or Single Gate BOP (Schematic attached).

B. Functional test daily.

C. All casing strings shallbe pressure-tested (0.2psi/foot or 1500 psi, whichever
is greater) prior to drilling the plug after cementing; test pressure shall not
exceed the internal yield pressure of the casing.

D. All ram-type preventers and related control equipment shall be tested at the
rated working pressureof the stack assembly or at 70 percent of the minimum
internal yield pressure of the casing, whichever is less. Tests shall be done
at the time of installation, prior to drilling out, and weekly. All tests shall be
for a period of 15 minutes.

Page
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

5. Auxiliary Equipment:

A. Kelly Cock - yes.

B. Float at the bit - no.

C. Monitoring equipment on the mud system - Manned gas detection unit
2000' - TD..

D. Full opening safety valve on rig floor - yes.

E. Rotating head - no.

F. The blooie line shall be a least 6" in diameter and extend at least 100' from
the wellbore into the reserve/blooie pit.

G. Blooie line ignition shall be provided by a continuous pilot (ignited when
drilling below 500').

H. Compressor shall be tied directly to the blooie line through a manifold.

I. A mistor with a continuous stream of water shall be installed near the end of
the blooie lines for dust suppression.

6. Proposed Circulating Medium:

Density
Depth Mud Type (lb.leal) Viscosity Water Loss

O'-3804' MD Fresh Water 8.4 30 No Control

3804' MD-TD Air

7. Testing, Logging, and Coring Program:

A. Cores - None anticipated.

B. DST - none anticipated.
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O O
Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

C. Logging - DIL-GR (3804' MD to base of surface casing).
FDC/CNL/Cal DIL-GR (TD to base of intermediate).

D. Formation and Completion Interval: Sage Grouse interval, final
determination of completion will be made by analysis of logs.
Stimulation - Stimulation will be designed for the particular area of interest
as encountered.

E. Frac gradient - approximately .80 psi/ft.

8. Cementing Program:

Casing Volume Type & Additives

Surface 160 sx Class "G" w/2% CaCl2
(based on 100% access)

Production 365 sx* 50/50 poz.-mix

Liner none

Cement Characteristics:

Class "G" - yeild = 1.18 cu.fl. per. sack
weight = 15.8 lb./gal
strength = 3200 psi in 72 hrs @135 degrees

Super "G" - yeild = 2.76 cu.fl. Per. Sack
weight = 11.08 lb./gal.
Strength = 630 psi in 72 hrs @l35degrees

* Final cement volumes to be calculated from caliper log with an attempt to be made
to circulate cement to the surface. A bond log will be run across the zone of interest
and across zones as required by the authorized officer to insure protection ofnatural
resources.
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

9. Anticipated Abnormal Pressures and Temperatures, Other Potential Hazards:

No abnormal temperaturesor pressures are anticipated. No H2Shas been encountered
in or known to exist from previous wells drilled to similar depths in the general area.
Maximum anticipated bottom hole pressure equals approximately 1,600 psi
(calculated at 0.392 psi/ft) and maximum anticipated surface pressure equals
approximately 702 psi (bottom hole pressure minus the pressure of a partially
evacuated hole calculated at 0.22 psi/ft).

Page



O O
CHANDLER ORILLING

: RIG NO.7
e

om Nicole

8" SE.GTER I.';?
DCO32 G 2

/ O et

Secol

2" Check i Vcive 2" Volves

To Kill t.ine To Choke Monifold

e

e



O O

CHANDLER DRILLING
R.G NO.7

o .2

- 2 C'.ose L.ne to Med Tena Ü o
C.

" Chek , T' 30cc -

Thrected Ficage

Geta Vcive ,a O

3° 909 Flow Une to Cacas

L
4tt VCive

L.
z" occow
Threeded Fic.ige

*a

e

e

e



O O

II. SURFACE USE PLAN
CHANDLER & ASSOCIATES, INC.

SAGE GROUSE #12B-14-8-22

1. Existing Road:

A. Topo Map "A" is the vicinity map, showing the access routes from Vernal,
Utah.

B. Topo Map "B" shows the proposed access road to each individual well. It
also shows existing roads in the immediate area.

C. The existing and proposed access road, unless otherwise stated, shall be
crowned, ditched, and dipped from the nearest improved road.

D. Occasional maintenance blading and storm repairs will keep roads in good
condition.

E. There shall be no mud blading on the access road. Vehicles may be towed
through the mud provided they stay on the roadway.

2. Planned Access Roads:

The proposed access road, will be crowned, ditched, and dipped.

A. Maximum grade will be 8% or less, unless otherwise stated.

B. No turnouts will be required.

C. Road surface material will be that native to the
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

D. No cattleguard will be required.

E. The proposed access road was flagged at the time the location was staked.

F. The area authorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.

G. The backslopes of the proposed access roads will be no steeper than vertical
or 1/4:1 in rock; and 2:1, elsewhere.

The operator or his contractor will notify the B.L.M. office at least 48 hours
prior to commencement of any work on these locations, roadways, or
pipelines.

3. Location of Existing Wells:

See Topo Map "C"

4. Location of Existing and/or Proposed Facilities:

A. All Petroleum Production Facilities are to be contained within the proposed
location sites.

B. In the event that production of these wells is established, the following will
be shown:

1. Proposed location and attendant lines, by flagging, if off well pad.

2. Dimensions of facilities.

3. Construction methods and materials.

Page
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

C. The area used to contain the proposed production facilitieswill be built using
native materials. If these materials are not acceptable, then. other
arrangements will be made to acquire them from private sources. These
facilities will be constructed using bulldozers, graders, and workman crews
to construct and place the proposed facilities.

D. All permanent facilities placed on the locations shall be painted a non-
reflective color which will blend with the natural environment.

E. A dike shall be constructed around the tank battery, of sufficient capacity to
adequately contain at least 110 percent of the storage capacity of the largest
tank within the dike.

F. All buried pipelines shall be covered to a depth of 3 feet except at road
crossings where they shall be covered to a depth of 4 feet.

G. Constructionwidth of the right-of way/pipeline route shall be restricted to 30
feet of disturbance.

H. Pipeline location warning signs shall be installed within 90 days upon
completion of construction.

5. Location and Type of Water Supplv:

Water will be obtained from a water well located near Ouray, Utah which is owned
by A-1 Tank Rental (Permit #43-8496) and transportedby Dalbo Trucking Co. along
the access roads which are shown on the attached maps.
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

6. Source of Construction Materials:

A. No construction materials are needed for drilling operations. In the event of
production, the small amount of gravel needed for facilities willbe hauled in
by truck from a local gravel pit over existing access roads from the area. No
special access other than for drilling operations and pipeline construction is
needed.

B. All access roads crossing B.L.M. Land are described under item #2 and
shown on Map #B.

All Construction material for these location sites and access roads shall be
borrow material accumulated duringthe construction of the location sites and
access roads. No additional construction material from other sources is
anticipated at this time, but if it is required, the appropriate actions will be
taken to acquire it from private sources.

C. All well pad surface disturbance area is on B.L.M. lands

7. Methods for Handling Waste Disposal:

A. Drill cuttings will be buried in the reserve pit when covered.

B. Drilling fluids will be contained in the reserve pit.

C. Any hydrocarbon liquidsproduced while production testing will be contained
in a test tank. Any unavoidable spills of oil or other adverse substances or
materials will be removed immediately during drilling progress or during
completion operations.

D. Portable chemical toilets willbe provided and serviced by a local commercial
sanitary service.

Page
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

E. Garbage and trash will be collected in a trash cage and its contents hauled to
a sanitary landfill.

All wastes caused by the construction activities shall be promptly removed
and disposed of in a sanitary landfill or as directed by the authorized officer.

F. Prior to commencement of drilling, the reserve pit will lined with a min. 10
mil liner over an adequate amount of straw bedding. It will also be fenced on
three sides using 39-inch net wire with at least one (1) strand of barbed wire.
All wire is to be stretched before attaching to corner posts. When drilling
activities are completed it willbe fenced on the fourth side and allowed to dry
(if liquids are present). After drying, the fences will be removed and the pit
shall be buried. Reclamation will be undertaken no later than the fall of the
year after all drilling activity has ceased.

8. Ancillary Facilities:

No air strips, camps, or other living facilities will be built off the location. Housing
and office trailers will be on the location as seen on the location layout.

9. Well Site Lavout:

A. See attached cutsheet.

B. The areas autorized officer will be contacted at least 24 hours prior to
commencing construction of the access road and well pad.

C. The authorized officer will determine after the location is constructed
whether the pit is to be lined, and if so, the type of material to be used.

D. Topsoil shall be stripped to a depth of 4 to 6 inches and stockpiled as shown
on the location layout plat.

E. The backslopes of the locations will be no steeper than vertical or 1/4:1 in
rock, and 2:1 elsewhere.
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

F. The upper edges of all cut banks on the access roads and well pads will be
rounded.

10. Plans for Restoration:

A. Immediately upon completion, the location and surrounding area will be
cleared of all debris, materials, trash and junk not required for production.

B. Before any dirt work to restore the location takes place, the reserve pit must
be completely dry. The reserve pit will be reclaimed within 90 days from the
date of well completion.

C. The area officer shall be notified at least 48 hours prior to commencing
reclamation work.

D. All disturbed areas will be seeded with the a mixture which is found suitable
by the B.L.M.

E. The seed bed will be prepared by disking, following the natural contour.
Drill seed on contour at a depth no greater than 1/2inch. In areas that cannot
be drilled, the seed will be broadcast at double the seeding rate and harrowed
into soil. Certified seed is recommended.

F. Fall seeding will be completed after September, and prior to prolonged
ground frost.
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

G. If the well is a producer, access roads will be upgraded and maintained as
necessary to prevent soil erosion, and accommodate year round traffic. Areas
unnecessary to operations will be reshaped, topsoil distributed, and seed
distributed according to the above mixtures. Perennial vegetation must be
established. Additional work shall be required in case of seeding failures,
etc.

H. If the well is abandoned or is a dry hole, the access road and location will be
restored to approximate the original contours. During reclamation of the site
the fill material will be pushed into cuts and up over the backslope. No
depressions will be left that would trap water or formponds. Topsoil will be
distributed evenly over the location and seeded according to the above
mixture. The access road and the location shall be ripped or disked prior to
seeding. Perennial vegetation must be established. Additional work shall be
required in case of seeding failures, etc.

I. Annual or noxious weeds shall be controlled on all disturbed areas. Method
of control shall be by an approved mechanical method or an Environmental
Protection Agency (EPA) registered herbicide. All herbicide application
proposals must be approved. Application of herbicides must be under direct
field supervision of an EPA certified pesticide applicator.

11. Other Information:

A. The area is used by man for the primary purpose of grazing domestic
livestock.

All activity shall cease when soils or road surfaces become saturated to a
depth of three inches, unless otherwise approved by the Authorized Officer.

If any fossils are discovered during construction, the operator shall cease
construction immediately and notify the Authorized Officer so as to
determine the significance of the discovery.

B. A Class III cultural resource inventory shall be completed prior to
disturbance by a qualified professional Archaeologist.
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

C. The B.L.M. considers the development of groundwater resources to be
necessary and frequently indispensable to effective land management.
Therefore, any groundwater intercepted by the party conducting mineral
exploration shall be reported to the authorized officer immediately including
approximate quantities and a sample in a sealed quart container. The B.L.M.
shall have the first opportunity to file State water rights for the intercepted
groundwater. The undersigned may file for water rights only with a written
waiver from the State.

D. The operator is responsible for informing all persons in the area who are
associated with this project that they will be subject to prosecution
for knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop
work that might further disturb such materials and contact the authorized
officer (AO). Within five working days the AO will inform the operator as
to:

whether the materials appear eligible for the National Register of Historic
Places;
the mitigation measures the operator will likely have to undertake before the
site can be used (assuming in situ preservation is not necessary); and a
timeframe for the AO to complete an expedited review under 36 CFR 800-11
to confirm, throughthe StateHistoric Preservation Officer, that the findings
of the AO are correct and that mitigation is appropriate.

Page



O O
Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

If the operator wishes, at any time, to relocate activities to avoid the expense
of mitigation and/or delays associated with this process, the AO will assume
responsibility for whatever recordation and stabilization of.the exposed
materials may be required. Otherwise, the operator will be responsible for
mitigation costs. The AO will provide technical and procedural guidelines
for the conduct of mitigation. Upon verification from the AO that the
required mitigation has been completed, an operator will then be allowed to
resume construction.

E. Less than 10,000pounds of any chemical(s) from EPA's Consolidated list of
Chemicals Subject to Reporting Under Title III of the Superfund
Amendments and Reauthorization Act (SARA) of 1986, and less than
thresholdplanning quantity(TPQ)of any extremely hazardous substances(s),
as defined in 40 CFR, would be used, produced, transported, stored, disposed,
or associated with the proposed action.

12. Lessee's or Operator's Representative:

Mr. Terry Cox
Vice President of Operations/Production
Chandler & Associates, Inc.
475 Seventeenth Street
Suite 1000
Denver, Colorado 80202
Telephone#(303)295-0400
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Chandler & Associates, Inc.
Sage Grouse #12B-14-8-22

13. Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drillsite(s) and access route(s); that I am familiarwith the conditions which
presently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and, that the work associated with the operations
proposed herein will be performed by Chandler & Associates, Inc., and its
contractors and subcontractors in conformity with the plan and the terms and
conditions under which it is approved.

This statement is subject to the provision of 18 U.S.C. 1001 for the filing of a false
statement.

Date Tracy . Henline
Agent
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CHANDLER & ASSOCIATES, INC.
LOCATION LAYOUT FOR

Prevailing Winds SAGE GROUSE fji2A & 128--14-8-22
SECTION 14, T8S, R22E, S.L.B.&M.

C-7.9' NW 1/4 SW 1/4 ,E/. 5104.6' Û- J. J8 E/. 5100.0'

Round Corners y , Sto. J+69
as Needed • tuuut

E/. 5103.5'
Proposed Access

.
....

SCALE: 1" = 50' Road .'
•.

DATE: 7-15-98
. N . 1,

Drawn By C.B.T. pv
Revised: 8-7--98 C.B.T.

NOTE:
Flore Pit is to
be located a min.
of 100' from the
We// Head. I I I

so C-J.0'
E/. 5101.8'

" E/. 5099.7'
C-1J. 1' PIPE RACKS

(btm. pit)
' ' ' D - f. Î

35
DOG HOUSE

125'
E/. 5092.8'

Pit copocitywth
2' of Ereeboard Rio

¯ Sta. 1-/-69
is ±6,260 Bb/s. --

RESERW¯P/TS' ' (8' Deep) ¯

Approx.
Top of MUD SHED TOILET Approx.
Cut Slope

___
gToe of

HOPPER
' Fill Slope

POWER

sto. o so
TOOLS

FUEL

TR SH

'¯ STORAGE
'¯¯ TANK p
-- E- 4. O

E/. 5101.2'
.

2 El. 5092.7'

C-12.5'- St¤. 0+00
(btm. pit)

C-0.4
E/. 5098.6' E/. 5097.1
C-1.9'

Elev. Ungraded Ground at Location Stake = 509Z2'
Elev. Graded Ground at Location Stoke = 5096.7' UINTAH ENCINEERING & LAND SURVEYING

86 Sa. 200 East * Vernal, Utah 84078 * (435)



CHANDLER & ASSOCIATES, C.
TYPICAL CROSS SECTIONS FOR

SAGE GROUSE fj12A & 128-14-8-22 No 613x-section SECTION 14, T8S, R22E, S.L.B.&M. 803 RT
Scale

NW 1/4 SW 1/4
1" = 50'

DATE: 7-15-98
Drawn By C.B.T.

35' 125'

CUT CU

STA. J+69

10' y 60 35' 125'

LOCAT/ON STAKE

S

h
e'd

Gro

E/L

60' 35' 125'

Preconstruction
Grade

105 125'

STA. 0+00

APPROXIMATE YARDAGES
EXCESS MATERIALAFTER

(6") Topsoil Stripping = 1,320 Cu. Yds. 5% COMPACTION = 5,8]O Cu. Yds.
Topsoil & Pit Backfill = 2,320 Cu. Yds.Remaining Location = 7,020 Cu. Yds.
(1/2 Pit Vol.)

TOTAL CUT = 8,340 CU.YDS. EXCESS UNBALANCE = 3,510 Cu. Yds.
(After Rehabilitation)

FILL = 2,380 CU.YDS.

UINTAH ENCINEERING & LAND SURVEYING
85 So. 200 East * Vernal, UtaA 84078 * (435)
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PROPOSED LOCATION:
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LEGEND: CHANDLER & ASSOCIATES, INC.
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- Uintah Engineering & Land Surveying TOPOGR A PH I c 7 1 9885 South 2OO East Vemal, TJtah 84078 M A P NY YMR(435) 789-1017 * FA.N.(435) 789-1813
SCALE:1"= 2000' DRAWNBY:J.L.G. REVISED:
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S100
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APPROXIMATE TOTAL PIPELINE DISTANCE = 450' +/-

LEGEND: CHANDLER & ASSOCIATES, INC.
-- - -- ---· EXISTINGP[PELŒE N SAGE GROUSE #12A & #12B-14-8-22
- - - - - - PROPOSED PIPELENE SECTION 14, TSS, R22E, S.L.B.&M.

PROPOSED ACCEss NW ¼ SW ¼

- Uintah Engineering & Land Surveying TOPOGR A PH I C 7 14 9885 South 2OO East Vmnah Utah 84078 M A P om um(435) 189-1017 * FAX (435) 789-1813
SCALE:1"= 1000' DRAWNBY:J.LG. REVSED00-0



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/12/98 API NO. ASSIGNED: 43-047-33178

WELL NAME: SAGE GROUSE 12B-14-8-22
OPERATOR: CHANDLER & ASSOCIATES INC (N3320)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NWSW 14 - TOSS - R22E
SURFACE: 2313-FSL-0707-FWL TECH REVIEW Initials Date
BOTTOM: 2806-FSL-0896-FWL
UINTAH COUNTY Engineering
UNDESIGNATED FIELD (002)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-73 87 Surface
SURFACE OWNER: f, VA

PROPOSED FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3. Unit
v Bond: Federal S ate [] Fee []

(No. Ñ/ /)§ ) R649-3-2. General
Potash (Y/N)

¿Oil Shale (Y/N) *190-5(B) • R649-3-3. Exception
Water Per it

(No. $-8 ) Drilling Unit
RDCC Review (Y/N)

¯¯

Board Cause No:
(Date: ) Date:

St/Fee Surf Agreement (Y/N)

COMMENTS:

STIPULATIONS: ) 636%



O O
OPERATOR: CHANDLER&ASSOCIATES (N3320)

FIELD: UNDESIGNATED(002)

SEC. 14, TWP SS, RNG 22E

COUNTY: UINTAH UAC: R649-3-3 EXCEPTION SPACING
DIVISIONOF OIL,GAS &MINING

GRRV

I
WHITE RIVER UNIT T8S R22E

WHITE RIVER i

FIELD
GRRV GRRV

I
XXXXXGRRV GRRVI

BOTTOM HOLE '
o GRRV

SG ig-14-8-22 SG 12$-14-8-22

WSTC
BOTTOM HOLE

NATURALBUTTES FIELD

GLEN BENCH
UNIT
TERMINATED

vvsTC I
I

DATE PREPARED:
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August 14, 1998

State of Utah AUS
Division of Oil Gas & Mining

N.0F 0\L GAS y\MNG

Attn: Mike Hebertson

Dear Mike:

Please find enclosed a revised A.P.D. cover sheet and Legal plat for the Chandler &
Associates, Inc. Sage Grouse #12B-14-8-22. The change that was made was the distance on the
Bottom Hole was changed from 707' FWL to 896' FWL.

Also, please find a letter explaining the reasons for the exception locations.

T . Henline
Agent for Chandler & Associates,



Form 3160-3 SUBMIT IN ATE* Form approved.
(December 1990) (Other instructi on Budget Bureau No. 1004-0136UNITED STATES reverse side) Expires: December 31, 1991DEPARTMENT OF THE INTERIOR a . LEASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-73687

APPLICATION FOR PERMIT TO DRILL OR DEEPEN 6. IF INDIAN, ALLOTTER OR TBIBE NAME

18. TYPE OF WORK N/A
DRILLM DEEPENO 7. UNIT AGEEEMENT NAME

b. TYPE OF WELL N/A
OW

LL
VASLL

OTHER
S GLE MOUNLTIPLE 8. FARMORLEASENAMgWELLNO.

2. NAME OF OPERATOR (303) 295-0400 Sage Grouse #12B-14-8-22
Chandler 6e Associates, Inc. Û. AMWEU.NO.

3. ADDRESS ANO TELBUONENO.

475 Seventeenth Street, Suite 1000 Denver, CO 80202 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) WildcatAt surface
2313' FSL 707' FWL (surface) 11. sac., r., a., x., on ar.x.

At proposed prod. zone 2806' FSL 896' FWL (bottom hole)
AND BURVET OR AREA

Sec. 14, T8S, R22E, SLB&M
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. BTATE

See Topo Map "A" (attached) Uintah Utah
iD. DISTANCE FROM PROPOSED* 16, NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEASE LINE, FT. 707' 1920 40(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS
o',°S,^,",EST W

, DRILLING CO IPLETED' 1600' 3840' TVD 4084' MD Rotary
21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPRO2. DATE WORK WILI. BTART*

5098' GR A.S.A.P.
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE GRADE,SI2BOFWNG WEIGHT PER FOOT SETTING DEPTH QUANTITY OF DEMENT

12 1/4" 9 5/8" 36# 300' TVD (See attached drilling plan)
8 3/4" 7" 23# 3700' TVD (See attached drilling plan)
6 1/4" 4 1/2" 105# 3600' TVD (See attached drilling plan)

3840 ' TVD

1. M.I.R.U.
2. Drill to T.D. 3840' TVD 4084' MD
3. Run 7" casing and 4 1/2" liner if commerical production is indicated.
4. If dry hole, well will be plugged and abandoned as instructed by the BLM
5. Well will be drilled with fresh water to 3804' MD, then Air to T.D. mud

will be in place to run 7" casing and 4 1/2" liner.

I hereby certify that I am responsible by the terms and conditions of the lease
to conduct lease operations. Bond Coverage pursuant to 43 CFR 3104 for lease
a tiv s is being provided by Chandler & Associat , In BLM B 290364

AUS17 1998
IN ABOVE SPACE D BE P POSED PROGRAM: If proposal is to deepen, give data on present produc i¡ e ne d proposed new productive z ri ro sal is to drill or
deepen direcdonall , give pertinent on stos Wacelocations and measured and Irue vertical depths. Give blowo preve
ni DIV.0FOIL,GAS&MINING

(This space for Federal or State ofBee use)

PERMIT NO ATE

Application appal does not warrant o or equitable title to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

cONDITIO F APPROVAI, IF ANY:

BRADLEYG. HILL
RECl.AMATIONSPECIAUST Ill

APPROVED BY TTILE DATE

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, mak it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



TBS, R22E, S.L.B.kM. CHANDLER & ASSOCIATES, INC.

Well location, SACE GROUSE //128-14-8--22,
located as shown in the NW 1/4 SW 1/4 of
Section 14, T8S, R22E, S.L.B.&M. Uintah

WEST - 80.12 (G.L.O.) County, Utah.

BASIS OF ELEVATION

SPOT ELEVATIONAT THE SOUTHWEST CORNER OF SECTION
14, T8S, R22E, S.L.B.&M. TAKEN FROM THE RED WASH SW
QUADRANGLE,UTAH, UINTAH COUNTY, 7.5 MINUTEQUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICALSURVEY.
SAID ELEVATIONIS MARKED AS BEING 5070 FEET.

Proposed Bottom Hole Bears
N2CO8'J2"E 526.39' From
7he Proposed Well Head.

Bottorn Ho/e

707, SAGE GROUSE /128-14-8-22
Elev. Ungraded Ground = 5097'

SCALE
itting

CERTI LAND
o THIS IS TO CERTIFYTHAT TH PLAT WAS FROM

FIELO NOTES OF ACTUAL SU MADE BY ME OR U Y

SUPERVISION AND THAT THEg gTR I$$09 TO THE

BEST OF MY KNOWLEDGEANEliliilLF E L

Lot i Lot 2 Lot 3 Lot 4 • .

19 e mass coP Revised: 8-14-98 C.B.T. STA

8' High, Pi/o
of Stones

a UINTAH ENGINEERING & LAND SURVEYING
j HB976'W - G.LO. (B¤sis of Ðeorings) N89'16W - 40.18 (G.L.0.)

og
p;;$°" 2650.JJ' (Measured)

BS SOUTH 200 EAST - VERNAL, UTAH 84078

or Stones (435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:

1" = 1000' 7-10-98 7-15-98
=

90° SYMBOL PARTY REFERENCES

= PROPOSED WELL HEAD.
L.D.T. C.G. C.B.T. G.L.O. PLAT

WEATHER FILE
A = SECTION CORNERS LOCATED. HOT CHANDLER & ASSOC\ATES,
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August 14, 1998

State of Utah
Division of Oil Gas & Mining

Re: Letter of Exception Location

Attn: Mike Hebertson

Dear Mike:

Chandler & Associates, Inc. respectfully submits the following information for
Exception Locations on the below mention well locations.

The Sage Grouse #12A-14-8-22 located 2288' FSL 707' FWL (Surface) 1795' FSL 518'
FWL (Bottom Hole) & Sage Grouse #12B-14-8-22 located 2313' FSL 707' FWL (Surface) 2806'
FSL 896' FWL (Bottom Hole) of Section 14, T8S, R22E, S.L.B.&M. which are proposed to be
drilled directionally from the same pad were moved out of the window due to favorable
formation fractures which may be present at the targeted bottom hole locations. We are utilizing
one well pad for (2) well locations to minimize surface disturbance. Chandler & Associates is the
Lease Holder (U-73687) for Section 11 (all) Section 14 (all) Section 23 (all), T8S, R22E,
S.L.B.&M.

If you have any questions concerning this matter please feel free to call me at (435) 789-1017. or
Mr. Terry J. Cox at Chandler & Associates, Inc. (303) 295-0400.

Thank you for your attention to this matter,

Tr Henline
Agent for Chandler & Associates, Inc.

cc: Terry J. Cox
cc: Jim



StatÊofUtah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210
PO Box 145801

Michael O. Leavitt Salt Lake City, Utah 84114-5801

Governor 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

August 19, 1998

Chandler & Associates, Inc.
475 Seventeenth Street, Suite 1000
Denver, Colorado 80202

Re: Sage Grouse 12B-14-8-22 Well, 2313' FSL, 707' FWL,
NW SW, Sec. 14, T. 8 .S., R. 22 E., Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33178.

e y

J n R. Baza
ssociate Directo

lwp
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District
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Operator: Chandler & Associates, Inc.

Well Name & Number: Sage Grouse 12A-14-8-22

API Number: 43-047-33177

Lease: U-73687

Location: NW SW Sec. 14 T. 8 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours prior to spudding the
well. Contact Jim Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. State approval of this well does not supersede the required
federal approval which must be obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional
Drilling, submittal of a complete angular deviation and
directional survey report is



statfof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt Box 145801Governor
Salt Lake City, Utah 84114-5801

Ted Stewart
Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

September 1, 1998

REVISED APD

Chandler & Associates, Inc.
475 Seventeenth Street, Suite 1000
Denver, Colorado 80202

Re: Sage Grouse 12B-14-8-22 Well, 2313' FSL, 707' FWL, NW SW,
Sec. 14, T. 8 S., R. 22 E., Uintah County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

Appropriate information has been submitted to DOGM by
Chandler & Associates, Inc. and administrative approval of the
requested exception location is hereby granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-047-33178.

Sincerely,

ohn R. Baza
ssociate Director

lwp
Enclosures
cc: -Uintah County Assessor

Bureau of Land Management, Vernal District



9 e
Operator: Chandler & Associates, Inc.

Well Name & Number: Sage Grouse 12B-14-8-22

API Number: 43-047-33178

Lease: U-73687

Location: NW SW Sec. 14 T. 8 S. R. 22 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours prior to spudding the
well. Contact Jim Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Dan Jarvis at (801) 538-5338
or Robert Krueger at (801) 538-5274.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.

4. State approval of this well does not supersede the required
federal approval which must be obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional
Drilling, submittal of a complete angular deviation and
directional drilling survey report is



Form 3160-3 SUBMIT IN E* Form approved.
-

(Other instructi n Budget Bureau No. 1904-0136(Deccaher1990) U D STATES r•v•r=•©id Expires: December31, 1991
DEPARTMENT OF THE INTERIOR J. LEASE DESIGNATION ÆND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-73687

APPLICATION FOR PERMIT TO DRILLOR DEEPEN 6. IF INDIAN, ALLOTTER ORTBIBE NAME

N/Ala. TYPE or wonK

DRILLM DEEPENO 7. UNÌT AGREEMENT NAMS

b. TTPE OF WELL N/A
W LL

VASI,I, D OTHER
GLE OUNLTWLE 6. MOMM NO.

2. NAME OF OPERATOn (303) 295-0400 Sage Grouse #12B-14-8-22
Chandler & Associates, Inc. Û. ARWEU.NO.

475 Seventeenth Street, Suite 1000 Denver, CO 80202 to. FIELD AND POOL, OR WILDCAT
4. LOCATION or wmLL (Report location clearly and in accordance with any State requirement..*) WildcatAt surface

2313' FSL 707' FWL (surface) 11. asc., 2., n., m., on saa.
AND SURVEY OR ABBA

At proposed prod. sone 2806' FSL 896' FWL (bottom hole)
Sec. 14, TSS, R22E, SLB&M

14. DISTANCE IN MILES AND DIRECTiON FROM NEAREST TOWN OR POST OrrICE* 12. COÚNTT OR PARISE 18. BTATE

See Topo Map "A" (attached) Uintah Utah
10. DISTANCE TROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNSDLOCATION TO NEARE8T TO THIS WELLPROPERTY OR LEASE LINE, FT. 707 ' 1920 40(Also to nearest drig. unit line, if any)
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTAar on CABLE TooLa',°f,^,"""Lwar.o.rr. c urr.ars"' 1600 ' 3840 ' TVD 4084 ' MD Rotary
21. mzavATIoms (Show whether DF, RT, GB, etc.) 22. APPROz. DATE WORK WILL START*

5098' GR A.S.A.P.
23.

PROPOSED CASING AND CEMENTING PROGRAM

sizE OF HOLE GRAD4SI2EOFCASING WEIGHT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

12 1/4" 9 5/8" 36# 300' TVD (See attached drilling plan)
8 3/4" 7" 23# 3700' TVD (See attached drîlling plan)
6 1/4" 4 1/2" 105# 3600' TVD (See attached drilling plan)

3840 ' TVD

1. M.I.R.U.
2. Drill to T.D. 3840' TVD 4084' MD
3. Run 7" casing and 4 1/2" liner if commerical production is indicated.
4. If dry hole, well will be plugged and abandoned as instructed by the BLM
5. Well will be drilled with fresh water to 3804' MD, then Air to T.D. mud

will be in place to run 7" casing and 4 1/2" liner.

I hereby certify that I am responsible by the terms and conditions of the lease
to conduct lease operations. Bond Coverage pursuant to 43 CFR 3104 for lease
activities is being provided by r . BLM Bond #124290364
with CNA.

SEP 28 1998
.

1 7 1998
IN ABOVESPACE D BE P POSED PROGRAM: If proposal is to deepers ive data i present productive zone and pro osed ew productive zone. If proposal is to drill or
deepen directionall , give pertinent en sabs ace locations and rneasured and a ve gg gv i any.

ro.s Agent for Chandler ,,,, Aug. 7, 1998
(This space for Federal or State oŒce use)

Application aPFroval does not warrant or certify that the applicant holds legal or ecpitable dde to these rights in the subject lease which would entide the applicant to conduct operations thereon.
WNDITIONS OF APFROVAl, IF ANY:

Assistant Field Manager
MineralResources SEP2& 1998

APPROVED BY DAW
*SeeInstructionsOn ReverseSde

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



O e
COA's Page 1 of 9

Well: 12B-14-8-22

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL SEP 28 1998

Company/Operator: Chandler & Associates Inc.
DIV.OFOIL,GAS&NIINING

Well Name & Number: 12B-14-8-22

API Number: 43-047-33178

Lease Number: U-73687

Location: SWNW Sec. A T. 08S R.JE

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and access

roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and

Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production

Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for Notice

to Drill and Surface Use
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COA's Page 2 of 9

Well: 12B-l4-8-22

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished to the field representative by the operator to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

l. Estimated Depth at Which OiL Gas, Water, or Other Mineral Bearine Zones are Expected to
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed copies of State of Utah
form OGC-8-X are acceptable. If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be
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Well: 12B-14-8-22

3. Casine Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing.

As a minimum, the usable water shall be isolated and/or protected by having a cement top for
the production casing at least 200 ft. above the top of the shallowest potential productive zone.
If gilsonite is encountered while drilling, it shall be isolated and/or protected via the cementing
program.

4. Mud Program and Circulatine Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Corine, Logging and Testine Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed

to continue at night if the test was initiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to Top of Cement
and shall be utilized to determine the bond quality for the production casing. Submit a field
copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with

43 CFR 3164. One copy of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the
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Well: 12B-l4-8-22

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without

prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday throughFriday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-

5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to tontinue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

l(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
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be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-l(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension

period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plarit cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous



O O
COA's Page 8 of 9

Well: 12B-14-8-22

SURFACE USE PROGRAM

The location is within a half mile of well Chandler Sage Grouse 6-14-8-22 drilled in 1996 (completed

on 8-15-96). Two wells would share the same pad. See the APDs for further details.

-Access roads and surface disturbing activities will conform to standards outlined in the Bureau of
Land Management and Forest Service publication: Surface Operating Standards for Oil and Gas
Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards of the anticipated traffic flow and all-

weather road requirements. Construction/upgrading shall include ditching, draining, and crowning (2
to 3%). Graveling or capping the roadbed will be required as necessary to provide a well constructed

safe road. Prior to construction/upgrading, the proposed road surface or existing road shall be cleared

of any snow cover and allowed to dry completely. Traveling off the 30 foot right-of-way will not be
allowed. Should mud holes develop, they shall be filled in to prevent detours . Road drainage
crossings shall be of the typical dry creek drainage crossing type. Crossings shall be designed so they
will not cause siltation or accumulation of debris in the drainage crossing nor shall the drainage be
blocked by the roadbed. Erosion of drainage ditches by runoff water shall be prevented by diverting
water off at frequent intervals by means of cutouts. Upgrading shall not be allowed during muddy
conditions. When snow is removed from the road during the winter months, the snow should be

pushed outside of the burrow ditches and the turn outs should be kept clear so that when the snow

melts the water will be channeled away from the road.

Windrow topsoil materials at the Northwest side of the location. Seed windrowed piles with the seed

mixture listed below, immediately after windrowing, and work seed into the piles with caterpillar

tractor.

Stockpile enough topsoil near the reserve pit (near stake 3) so that when the reserve pit is reclaimed, it
can be respread over the pit location. Spread the topsoil over the reserve pit with the seed mix listed
below, and work seed into the ground with caterpillar tractor. If the reserve pit is in a cut area, then

the pit should be filled in and recontoured to blend with the original contours prior to reseeding.

Needle and thread Stipa comata 2 lbs/acre
Shadscale Atriplex confertifolia 3 lbs/acre
Fourwing Saltbush Atriplex canescens 4 lbs/acre
Indian Ricegrass Oryzopsis hymenoides 3 lbs/acre

All poundages are in pure live seed. This seed mixture should also be used for final abandonment.

All permanent (on location for six months or longer) facilities constructed or installed (including
pumping units) will be painted a flat, non-reflective earthtone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.

The reserve pit will be lined with a liner of 10 mil thickness over an adequate amount of straw
bedding material to conserve water and prevent seepage into the sandy soils in this
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All pits will be fenced according to the following minimum standards:

Those described in the APD.

The net wire shall be no more than 2 inches above the ground. The barbed wire shall be 3
inches above the net wire. Total height of the fence shall be at least 42 inches.

Corner posts shall be braced in such a manner as to keep the fence tight at all times.
Standard steel, wood, or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall not exceed 16 feet.

The reserve pit will be fenced on three sides during drilling operations and on the fourth side
when the rig moves off location. Fences around existing pits will be maintained until the pit
reclamation operations occur and the pits are backfilled. Reclamation of the reserve pit will
take place no later than the fall of the year after all drilling activity including initial well
completion has ceased/been accomplished.

All lease and/or unit operations will be conducted in a manner that full compliance is made with all
applicable laws, regulations, Onshore Oil and Gas Orders, the approve plan of operations, and any
applicable Notice to Lessees. The operator is fully responsible for the actions of his subcontractors.
A copy of these conditions will be furnished to the operator's field representative to ensure
compliance. A complete copy of the approved APD shall be on location during construction of the
location and drilling



United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vemal Field Office
170 South 500 East Phone: (435) 781-4400

Vemal, Utah 84078-2799 Fax: (435) 781-4410

IN REPLY REFER TO:

3160
http://www.blm.gov/utah/vemal

UTOS300
November 15, 1999

Chandler &Associates, Inc.
475 Seventeenth Street, Suite 1000
Denver, CO 80202

Re: Notification of Expiration
Well No. Sage Grouse 12B-14-8-22
NWSW, Sec. 14, T8S, R22E
Lease No. U-73687

Gentlemen:
$-Ô

The Application for Permit to Drillthe above referenced wellwas approved on September 24,

1998. Since that date, no known activityhas transpired at the approved location. Applications for

Permit to Drillare effectivefor a period of one year. In view of the foregoing, this officeis notifying

you the approvatof the referenced applicationhas expired. If you intend to drillat this location at

a future date, a new Applicationfor Permit to Drillmustbe submitted.

This officerequires a letter confirmingthatno surface disturbance has been made for this drillsite.

Any surface disturbance associated with the approved location of this well is to be rehabilitated. A

schedule for this rehabilitation must be submitted to this office. Your cooperation in this matter is

appreciated.
Sincerely,

argieHerrmann
Legal instruments Examiner

cc: State Div.
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